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Diamond Series : Introduction Diamond Series : Introduction 

DIAMOND SERIESDIAMOND SERIES

Everything Changed.

BAKO launched new die-casting cabinet design(ODM) for rental 
type LED displays. Diamond series including four series like R-Series 

500*500 regular cabinet, F-Series 480*480 cabinet for fixed 
installation, S-Series of straight angle and C-Series of arc shape both 

with 500*1000 cabinet. Take a look at Diamond Series Cabinet, 
and you will find innovation on every angle. 



Sleek & Slim design
The cabinet is slim and rear 
design is smooth edged surface 
that makes you handle safely.   

Dual data connection
There is optional data connecting 
port on cabinets under rear box, 
you can use it if standard one 

failure.



UI LCD display
The rear box has LCD display that 
it shows voltage, temperature, 
cabinet usage timing for every 
time used and total hours of 
usage. Power and signal lamps 
indicates cabinet status.   



Smooth Locks
The cabinets locks are smooth 
edged, easy handling and strong 
that you can hang up 20 pcs 

cabinet in same row.. 



Innovative handle
Handle is innovative, grip and 

wide for easy handling.    



Diamond Series : Features  Diamond Series : Features  

No flat & power cable
Everything is connected with pin type 
socket. Calble free design makes it fast 

for installation and stable in data/power 
transmission.

Dual fixing module
The modules are fixed by magnet and 
by screw for fast assembling, and no 

tools required for installation.



Diamond Series : Features Diamond Series : Features 

Front & Rear Maintenance
It makes you remove the modules without any tools and 
maintain the screen in front side as well as rear side easily. 



Diamond Series : Features Diamond Series : Features 

Strong  Locks for hanging installation
The cabinets locks are smooth edged, easy handling and 

strong that you can hang up 20 pcs cabinet in vertical column



Easy installation
Special structural design that helps you to 

install the screen on ground without any tools.     

Administrator
附注
Remark: This is not available for P2.5 and P3 fixed installation.





Diamond Series : Features Diamond Series : Features 

Fast assembling & disassembling
No tools are required for installation of screen.



Diamond Series : Features  different Diamond Series : Features  different 

RR--Series:Series: Regular cabinet for rental
500*500mm

FF--Series: Series: For fixed installation, no LCD, 
480*480mm

SS--Series: Series: straight angle 
500*1000mm

CC--Series: Series: Arc shape ±15°Arbitrary stitching
500*1000mm



Diamond RDiamond R--Series : Available PitchSeries : Available Pitch

Product  
Specification

BK2.97
(indoor)

BK3.91
(indoor)

BK4.81
(indoor)

BK4.81 
(Outdoor)

BK5.95 
(Outdoor)

BK6.25 
(Outdoor)

Pixel pitch 2.97mm 3.91mm 4.81mm 4.81mm 5.95mm 6.25mm

Brightness ≥1300nits ≥1300nits ≥1300nits ≥5500nits ≥5500nits ≥6000nits

LED type 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD

LED encapsulation SMD1515 SMD2121 SMD2121 SMD2727 SMD2727 SMD2727

Pixel 
density(dots/m²)

112896 65536 43264 43264 28224 25600

Pixels per module 84 x 84 64 x 64 52 x 52 52 x 52 42*42 40 x 40

Viewing angle H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

Best viewing 
distance

3.7m 4.9m 6m 6m 7.4m 7.8m

Power consumption 
(W/m²)

Max: 800W; 
Avg: 380W

Max: 800W; 
Avg: 325W

Max: 800W; 
Avg: 310W

Max: 800W; 
Avg: 390W

Max: 800W; 
Avg: 390W

Max: 800W;    
Avg: 380W

Operating voltage 110~240V;    
50-60Hz

110~240V;    
50-60Hz

110~240V;  
50-60Hz

110~240V;  
50-60Hz

110~240V;  
50-60Hz

110~240V;        
50-60Hz

Module size(mm) 250 x 250 250 x 250 250 x 250 250 x 250 250 x 250 250 x 250

Cabinet size(mm) 500 x 500 500 x 500 500 x 500 500 x 500 500 x 500 500 x 500

IP rating IP43 IP43 IP43 IP65/IP54 IP65/IP54 IP65/IP54

Serviceability Front/Rear Front/Rear Front/Rear Front/Rear Front/Rear Front/Rear

Refresh rate ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz

Driving method 1/21 scan 1/16 scan 1/13 scan 1/13 scan 1/7 scan 1/10 scan

Input signal AV, S-VIDEO, VGA, DVI, HDMI, SDI, DP

Rental application R-Series--500*500mm

ADB-SALAH
Texte écrit à la machine
																				

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Texte écrit à la machine
Price (HT)

ADB-SALAH
Texte écrit à la machine
11550 dt /m²

ADB-SALAH
Texte écrit à la machine
7400 dt /m²

ADB-SALAH
Texte écrit à la machine
6000 dt /m²

ADB-SALAH
Texte écrit à la machine
8500 dt /m²

ADB-SALAH
Texte écrit à la machine
5770 dt /m²

ADB-SALAH
Texte écrit à la machine
5400 dt /m²



Diamond FDiamond F--Series : Available PitchSeries : Available Pitch

Product  Specification BK2.5 (indoor) BK3 (indoor)

Pixel pitch 2.5mm 3mm

Brightness ≥1300nits ≥1300nits

LED type 3-in-1 SMD 3-in-1 SMD

LED encapsulation SMD2121 SMD2121

Pixel density(dots/m²) 160000 111111

Pixels per module 96*96 80*80

Viewing angle H:160°, V:140° H:160°, V:140°

Best viewing distance 3m~8m 3.75m~10m

Power consumption (W/m²) Max: 800W; Avg: 380W Max: 800W; Avg: 325W

Operating voltage 110~240V;    50-60Hz 110~240V;    50-60Hz

Module size(mm) 240 x 240 240 x 240

Cabinet size(mm) 480*480 480*480

IP rating IP43 IP43

Serviceability Front/Rear Front/Rear

Refresh rate ≥2400Hz ≥2400Hz

Driving method 1/24scan 1/16 scan

fixed installation application F-Series--480*480mm

Input signal AV, S-VIDEO, VGA, DVI, HDMI, SDI, DP

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Ligne

ADB-SALAH
Texte écrit à la machine
Price (HT)

ADB-SALAH
Texte écrit à la machine
10400 dt /m

ADB-SALAH
Texte écrit à la machine
8850 dt /m²

ADB-SALAH
Texte écrit à la machine
²



Diamond SDiamond S--Series : Available PitchSeries : Available Pitch

Product  
Specification

BK3.91
(indoor)

BK4.81
(indoor)

BK4.81 
(Outdoor)

BK5.95 
(Outdoor)

BK6.25 
(Outdoor)

Pixel pitch 3.91mm 4.81mm 4.81mm 5.95mm 6.25mm

Brightness ≥1300nits ≥1300nits ≥5500nits ≥5500nits ≥6000nits

LED type 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD

LED encapsulation SMD2121 SMD2121 SMD2727 SMD2727 SMD2727

Pixel density(dots/m²) 65536 43264 43264 28224 25600

Pixels per module 64 x 128 52 x 104 52 x 104 42*84 40 x 80

Viewing angle H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

Best viewing distance 4.9m 6m 6m 7.4m 7.8m

Power consumption 
(W/m²)

Max: 800W; 
Avg: 325W

Max: 800W; 
Avg: 310W

Max: 800W; 
Avg: 390W

Max: 800W; 
Avg: 390W

Max: 800W;    
Avg: 380W

Operating voltage 110~240V;    
50-60Hz

110~240V;  
50-60Hz

110~240V;  
50-60Hz

110~240V;  50-
60Hz

110~240V;        
50-60Hz

Module size(mm) 250 x 500 250 x 500 250 x 500 250 x 500 250 x 500

Cabinet size(mm) 500 x 1000 500 x 1000 500 x1000 500 x 1000 500 x 1000

IP rating IP43 IP43 IP65/IP54 IP65/IP54 IP65/IP54

Serviceability Front/Rear Front/Rear Front/Rear Front/Rear Front/Rear

Refresh rate ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz

Driving method 1/16 scan 1/13 scan 1/13 scan 1/7 scan 1/10 scan

Input signal AV, S-VIDEO, VGA, DVI, HDMI, SDI, DP

Rental application S-Series--500*1000mm



Diamond CDiamond C--Series : Available PitchSeries : Available Pitch

Product  
Specification

BK3.91
(indoor)

BK4.81
(indoor)

BK4.81 
(Outdoor)

BK5.95 
(Outdoor)

BK6.25 
(Outdoor)

Pixel pitch 3.91mm 4.81mm 4.81mm 5.95mm 6.25mm

Brightness ≥1300nits ≥1300nits ≥5500nits ≥5500nits ≥6000nits

LED type 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD 3-in-1 SMD

LED encapsulation SMD2121 SMD2121 SMD2727 SMD2727 SMD2727

Pixel density(dots/m²) 65536 43264 43264 28224 25600

Pixels per module 64 x 128 52 x 104 52 x 104 42*84 40 x 80

Viewing angle H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

H:160°, 
V:140°

Best viewing distance 4.9m 6m 6m 7.4m 7.8m

Power consumption 
(W/m²)

Max: 800W; 
Avg: 325W

Max: 800W; 
Avg: 310W

Max: 800W; 
Avg: 390W

Max: 800W; 
Avg: 390W

Max: 800W;    
Avg: 380W

Operating voltage 110~240V;    
50-60Hz

110~240V;  
50-60Hz

110~240V;  
50-60Hz

110~240V;  
50-60Hz

110~240V;        
50-60Hz

Module size(mm) 250 x 500 250 x 500 250 x 500 250 x 500 250 x 500

Cabinet size(mm) 500 x 1000 500 x 1000 500 x 1000 500 x 1000 500 x 1000

IP rating IP43 IP43 IP65/IP54 IP65/IP54 IP65/IP54

Serviceability Front/Rear Front/Rear Front/Rear Front/Rear Front/Rear

Refresh rate ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz ≥2400Hz

Arc ± 15° ± 15° ± 15° ± 15° ± 15°

Driving method 1/16 scan 1/13 scan 1/13 scan 1/7 scan 1/10 scan

Input signal AV, S-VIDEO, VGA, DVI, HDMI, SDI, DP

Rental application C-Series--500*1000mm



DieDie--casting Display : Solutionscasting Display : Solutions
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ADB-BOCHRA
Texte écrit à la machine


ADB-BOCHRA
Texte écrit à la machine
Acoustic Design & Broadcast Sarl39, avenue du Japon, immeuble Safsaf   Bloc A - 3ème étage, Montplaisir, TunisT +216 71 903 464F +216 71 903 183contact@adb.tnwww.adb.tn

ADB-SALAH
Texte écrit à la machine
YOUR BAKO PARTNER 




